First scan original with lower resolution 
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First image is displayed on a preview 

window 



-12 
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User selects a portion of the first imageL-— 
from the preview window 



Scan the corresponding original image with 
a higher resolution to get a second image 
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Output the second image 
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FIG.lACPrior Art) 



User judge the attribute of original to 
set scanning mode that will be performs 
by scanning system 



Scanning system performs scanning base 
on presetting scanning mode 
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Get correct image 
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FIG.lBCPrior Art) 



Scan an original first tine with a first 
resolution to provide a preview window 
with an image 



Select a portion of the image from 
preview window 



Scan the original second time with a 
second resolution and perform an 
optional image process 



FIG.2A(Prior Art) 



Scan the original second time with a 
second resolution to provide a preview 
window with a processed image 



User select a portion of the processed 
image from preview window 



Output the selected image 



FIG.2B 



User set scanning node 
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Scanning system performs the scanning 

on the scanning mode that user preset 



depend ^ 
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Display scanned image on preview window 
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FIG.3A(Prior Art) 



Put original into scanning system and 
switch on the scanning system 
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Scanning system starting to scan the 
original with alternate reflective 

mode and transparent scanning mode 
automatically 



scanning 



35 



Display scanned image on preview window 
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FIG.3B 



